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Safety Inspection Checklist


Battery Charging Operations�



Reference�



Yes�



No�



N/A�
�
01.�
Does battery charging area provide general ventilation of two (2) cubic feet per minute per square foot of room space to control hydrogen gases emitted by lead-acid and nickel cadmium batteries?�
USEAH TG-022(4)(e)


29 CFR 1910.178(g)(2)


29 CFR 1910.305(j)(7)�
�
�
�
�
02.�
Is ventilation system interlocked with battery charger to ensure that ventilation system is operating when batteries are on charge?�
NFPA 410.2-2.13


�
�
�
�
�
03.�
When local exhaust ventilation is used in the form of a hood at the charging rack, is a control velocity of at least fifty (50) feet per minute provided?�
TG-022(4)(e)


�
�
�
�
�
04.�
Are protective gloves, apron and face shield (or chemical goggles) provided at all battery handling operations?�
29 CFR 1910.132(a)


TG-022(4)


TM 9-6140-200-14�
�
�
�
�
05.�
Are eye lavage and deluge showers provided and co-located in the immediate work area to provide and abundance of water for flushing the eyes or skin when splashed or spills of electrolyte have come in contact with the body?�
29 CFR 1910.151(c)


TG-022 (4)(B)(III)


�
�
�
�
�
06.�
Are periodic tests conducted to ensure that eye lavage and deluge shower is operational?�
ANSI Z 358.1-1981


29 CFR 1910.151(c)�
�
�
�
�
07.�
Is area under deluge shower and around eye lavage maintained clear and free of clutter and storage of equipment?�
�
�
�
�
�
08.�
Has explosion-proof lighting been installed in battery charging areas where general ventilation is below two (2) cubic feet per minute per square foot of floor area?�
29 CFR 1910.307(b)


NGB-AVN-SG


MSG R270900Z 


FEB 86�
�
�
�
�
09.�
Are all battery shop personnel properly trained in the hazards, procedures, and precautions as they relate to the safe handling and maintenance of batteries?�
TM 9-6140-200-14, Appendix E


�
�
�
�
�
10.�
Is the battery shop large enough to service, charge, and repair batteries?�
TM 9-6140-200-14, Para 4-1�
�
�
�
�
11.�
Are batteries repairs performed in a room separated from the charging room?�
TM 9-6140-200-14, Para 4-1�
�
�
�
�
12.�
Are battery operations performed in an approved shop or area?�
29 CFR 1910.178(g)(1)�
�
�
�
�
13.�
Is smoking prohibited in battery shops and "NO SMOKING" signs posted?


�
29 CFR 1910.178(g)(10)


TM 9-6140-200-14, Para 2-2�
�
�
�
�
14.�
Is there an approved SOP posted in the battery shop?


�
TM 9-6140-200-14, Para 4-2�
�
�
�
�
15.�
Are Nickel-Cadmium batteries serviced in separate facilities from Lead Acid batteries?�
TM 9-6140-200-14, Para4-1�
�
�
�
�
16.�
Is all electrical equipment explosive or vapor proof type?  Is all electrical equipment grounded?�
TM 9-6140-200-14


�
�
�
�
�
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Safety Inspection Checklist


Battery Charging Operations�



Reference�



Yes�



No�



N/A�
�
17.�
Are battery caps in place and battery cap vents open when batteries are being charger?�
TM 9-6140-200-14, Para 4-5�
�
�
�
�
18.�
Are battery terminal connections checked for proper polarity prior to charging?�
TM 9-6140-200-14, Para 4-5�
�
�
�
�
19.�
Is the battery charger turned off before disturbing battery connections?�
TM 9-6140-200-14, Para 4-5�
�
�
�
�
20.�
Is the battery charger turned off before disturbing battery terminal connections?�
TM 9-6140-200-14, Para 4-5�
�
�
�
�
21.�
Are batteries being charged all of the same voltage?�
TM 9-6140-200-14, Para 4-5�
�
�
�
�
22.�
Are the battery manufacturer's instructions followed?


�
TM 9-6140-200-14, Para 4-5�
�
�
�
�
23.�
Is there an approved fire extinguisher located in the battery shop?�
29 CFR 1910.155�
�
�
�
�
24.�
Is the facility equipped with adequate provisions for flushing and neutralizing acid spillage?�
29 CFR 1910.178(g)(2)�
�
�
�
�
25.�
Are terminal straps or built-in carrying handles used when handling batteries?�
TM 9-6140-200-14


�
�
�
�
�
26.�
Is distilled water ONLY used to fill batteries 


�
TM 9-6140-200-14, Para 3-7�
�
�
�
�
27.�
When mixing electrolyte, is the acid always poured into the water?�
29 CFR 1910.178(g)(7)�
�
�
�
�
28.�
Are tools and other metallic objects kept away from the top of uncovered batteries to prevent short circuits?�
TM 9-6140-200-14, Appendix E�
�
�
�
�
29.�
Are battery repairs restricted to repairing cracks in the top of the battery case and rebuilding battery post?�
TM 9-6140-200-14, Para 4-3�
�
�
�
�
30.�
Are battery post repaired in accordance with approved procedures?�
TM 9-6140-200-14, Para 4-3b�
�
�
�
�
31.�
Are battery post molds checked for dryness prior to pouring molten lead?�
TM 9-6140-200-14, Para 4-3(7)�
�
�
�
�
32.�
Are battery shop personnel included in a medical monitoring program?�
TM 9-6140-200-14


�
�
�
�
�
33.�
Are battery shop operations surveyed by an industrial hygiene specialist for lead concentration and other aspects of the


operation for good industrial hygiene practices?�
TM 9-6140-200-14, Appendix E


�
�
�
�
�
Remarks�
�



�
�
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