Organization:���Location:��Building:���Date:��Name:���

Safety Inspection Checklist

Flammable and Combustible Liquids�

Reference�

Yes�

No�

N/A��01.�Are only approved containers and portable tanks shall be used in the storage of flammable and combustible liquids?�29 CFR 1910.106(d)(2)(i)�����02.�Are safety cans and portable containers of flammable liquids painted red with yellow band or name of contents?�29 CFR 1910.144(a)(1)(ii)�����03.�Are flammable and combustible liquids maintained in the immediate work area stored in an approved storage cabinets?  (These cabinets must be designed and constructed to limit the internal temperature not more than 325 degrees F. when subjected to a 10 minute fire test as set forth in NFPA Code 251.  The bottom, top, door, and sides of the cabinet must be at least No. 18 gauge sheet iron and double walled with 1 1/2 inch air space.) �29 CFR 1910.106(d)(3)

29 CFR 1910.106(d)(5)(iii)�����04.�Are more than sixty (60( gallons of class I or class II liquids or more than 120 gallon of class III liquid stored in a cabinet?�29 CFR 1910.106(d)(3)(i)�����05.�Are approved storage cabinets used to store flammable liquids labeled "FLAMMABLE-KEEP FIRE AWAY"?�29 CFR 1910.106(d)(3)(II)

Forscom Regulation 420-24, Para 3-6(a)(8)

HQ Fort McPherson Memo 420-90�����06.�Are there provisions to contain the liquid in the event of spillage (liquid-tight raised sills or ramps at least four (4) inches in height) in inside storage rooms?�29 CFR 1910.106(d)(4)(i)

29 CFR 1910.106(f)(7)�����07.�Are openings to other inside storage rooms provided with approved self-closing fire doors?�29 CFR 1910.106(d)(4)(i)�����08.�Is the room liquid-tight where the walls join the floor?�29 CFR 1910.106(d)(4)(i)�����09.�Is wood used for shelving, racks, dunnage, floor overlay, ect. at least one (1) inch nominal thickness?�29 CFR 1910.106(d)(4)(i)�����10.�Are aisles at least three (3) feet wide for access to doors, windows, or standpipe connections  maintained at all times?�29 CFR 1910.106(d)(5)(v)�����11.�Is the capacity of inside storage rooms within the limits set forth in Table H-13?�29 CFR 1910.106(d)(4)(ii)�����12.�Does electrical wiring and equipment located inside storage rooms meet the requirements?�29 CFR 1910.106(d)(4)(iii)�����13.�Does ventilation system provide for a complete change of air within the room at least six (6) times per hour?�29 CFR 1910.106(d)(4)(iv)�����14.�Are flammable and combustible liquids prohibited from being stored in such a matter as to limit the use of exits, stairways, or areas normally used for the safe egress of personnel?�29 CFR 1910.106(d)(5)�����SMS Survey Form P010,  Nov 97
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Safety Inspection Checklist

Flammable and Combustible Liquids�

Reference�

Yes�

No�

N/A��15.�Are outside storage building located fifty (50) feet or more from a building or line of adjoining property that may be built upon (buildings located within fifty (50) feet must have a two (2) hour fire resistant wall)?�29 CFR 1910.106(d)(5)(vi)�����16.�Is outdoor container storage in accordance with Table H-17?�29 CFR 1910.106(d)(6)�����17.�Is a portable fire extinguisher located outside of, but not more than ten (10) feet from the door opening into any room or building used for storage?�29 CFR 1910.106(d)(7)(i)(a)�����18.�Are open flames, smoking, and cooking prohibited in flammable and combustible liquids storage area?�29 CFR 1910.106(d)(7)(iii)�����19.�Are water reactive materials prohibited from being stored in the same room with flammable and combustible liquids?�29 CFR 1910.106(d)(7)(iv)

FORSCOM Regulation 420-24�����20.�Are spills promptly and properly cleaned up?�29 CFR 1910.106(e)(9)(i)

29 CFR 1910.106(f)(7)�����21.�Is combustible waste material and residues in a building or operating area kept to a minimum, stored in covered metal receptacles and disposed of daily?�29 CFR 1910.106(e)(9)(iii)

FM 55-30, Page 7-3�����22.�Are ground areas around buildings and unit operating areas kept free of weeds, trash, or other unnecessary combustible material?�29 CFR 1910.106(e)(9)(iv)�����23.�Are leaking containers removed to a storage room or taken to a safe location outside the building and the contents transferred to an undamaged container?�29 CFR 1910.106(e)�����24.�Is the storage area protected against tampering or trespassers where necessary and kept free of weeds, debris and other combustible material not necessary to the storage?�29 CFR 1910.106(d)(6)(iv)

29 CFR 1910.106(e)(9)(iii)�����25.�Is the emergency drainage system, if connected to public sewers or discharged into public waterways, equipped with traps or separators?�29 CFR 1910.106(e)(3)(iv)(a)

29 CFR 1910.106(f)(7)

NFPA 30A, PARA 6-5.2�����26.�Are flammable liquids kept in covered containers when not actually in use?�29 CFR 1910.106(e)(3)(c)(iv)�����27.�Are adequate aisles maintained for unobstructed movement of personnel so that fire protection equipment can be brought to bear on any part of flammable or combustible liquid storage, use, or any unit physical operation?�29 CFR 1910.106(e)(7)(i) (d)(ii)�����Remarks����SMS Survey Form P010,  Nov 97
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