Organization:�
�
�
Location:�
�
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�
�
Date:�
�
Name:�
�
�



Safety Inspection Checklist


Personal Protective Equipment�



Reference�



Yes�



No�



N/A�
�
01.�
Is approved protective eye and face equipment provided to personnel who work in designated eye hazard areas (flying objects, glare, liquids, and radiation?�
29 CFR 1910.133(a)(1)


ANSI  A 132.1-1982�
�
�
�
�
02.�
Is approved safety-toe footwear provided to personnel who work in areas where hazards exist which could result in foot or toe injuries (i.e. heavy objects which could drop or fall)?�
29 CFR 1910.132(a)


29 CFR 1910.136�
�
�
�
�
03.�
Is approved hearing protection provided to personnel exposed to areas which have been identified as noise hazardous?�
29 CFR 1910.95(i)(1)�
�
�
�
�
04.�
Are noise levels acceptable?�
29 CFR 1910.95(a)�
�
�
�
�
05.�
Are approved hard hats provided to personnel who are exposed to falling or flying objects and from limited electric shock and burn?�
29 CFR 1910.132(a)


29 CFR 1910.135�
�
�
�
�
06.�
Are suitable facilities available for quick drenching or flushing of the eyes and body within work areas where persons may be exposed to injurious corrosive material?�
29 CFR 1910.151(c)�
�
�
�
�
07.�
Is approved equipment available to protect brake and clutch mechanics from asbestos dust in the form of sprayers when utilizing the wet method or encapsulation devices equipped with HEPA-filter vacuum dust collectors?�
29 CFR 1910.1001(f)(1)


29 CFR 1910.1001(k)(4)�
�
�
�
�
08.�
Are personnel, required to work in such a matter that their clothing may become wet, provided with rubber aprons, coats, jackets, sleeves or other garments required to keep their clothes dry?�
29 CFR 1910.132�
�
�
�
�
09.�
Are rubber or other impervious boots provided to personnel required to work in areas where their feet may become wet?�
29 CFR 1910.132�
�
�
�
�
10.�
Are personnel, required to handle work wet with a liquid other than water, provided with gloves impervious to such a liquid?�
29 CFR 1910.132�
�
�
�
�
11.�
Has the person assigned the task requiring a respirator been determined physically able to perform the work and use the equipment by the local physician?�
29 CFR 1910.134(b)(10)�
�
�
�
�
12.�
Are breathing gas containers marked in accordance with the American National Standards identifying contents?�
29 CFR 1910.134(d)(4)�
�
�
�
�
13.�
Can gas mask canisters be identified by properly worded labels and color code for the atmospheric contaminant?�
29 CFR 1910.134(g)(1)�
�
�
�
�
14.�
Are respirators provided to personnel working in areas contaminated with harmful dust, fog, fumes, mists, gases, smokes, sprays, vapors, or oxygen deficient environments?�
29 CFR 1910.134(a)(1)


29 CFR 1910.134(a)(2)�
�
�
�
�
15.�
Are the respirators suitable / approved for the purpose intended?�
29 CFR 1910.134(a)(2)�
�
�
�
�
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N/A�
�
16.�
Is the correct respirator and filter specified for each job?�
29 CFR 1910.134(e)(2)�
�
�
�
�
17.�
Are there written standard operating procedures governing the selection and use of the respirators?�
29 CFR 1910.134(b)(1)


29 CFR 1910.134(e)(3)�
�
�
�
�
18.�
Is the user instructed and trained in the proper use of respirators and their limitations?�
29 CFR 1910.134(b)(3)�
�
�
�
�
19.�
Are respirators used routinely inspected during cleaning?  Are worn or deteriorated parts replaced?�
29 CFR 1910.134(b)(7)�
�
�
�
�
20.�
Is the compressor for supplying air to respirators equipped with necessary safety and standby devices?�
29 CFR 1910.134(d)(2)(iii)�
�
�
�
�
21.�
Does breathing air used with air-line respirators meet the requirements for grade D breathing air? (Oxygen must never be used with air-line respirators)�
29 CFR 1910.134(d)(1)�
�
�
�
�
22.�
If an oil-lubricated air compressor is used to supply air to air-line respirators, is a high temperature or carbon monoxide alarm, or both, installed?�
29 CFR 1910.134(d)(2)(ii)�
�
�
�
�
23.�
If only a high temperature alarm is installed, is the air from the compressor frequently tested for carbon monoxide?�
29 CFR 1910.134(d)(2)(ii)�
�
�
�
�
24.�
Has training provided the opportunity to handle the respirator, have it fitted properly, test its face piece for proper seal, wear it in normal air for a long familiarity period, and to wear it in a test atmosphere?�
29 CFR 1910.134(e)(5)�
�
�
�
�
25.�
After inspection, cleaning and necessary repair, are respirators stored to protect them against dust, sunlight, heat, extreme cold, excessive moisture, or damaging chemicals?  Are the respirators packed or stored so the face piece and exhalation valve rest in a normal position?�
29 CFR 1910.134(f)(5)�
�
�
�
�
26.�
Are all hazardous operations and hazardous working areas identified with hazard identification signs?





NOTE:  Look in the 1910 Index under "Marking", and "Signs and Tags" for specific requirements.�
29 CFR 1910.145


AR 385-30�
�
�
�
�
27.�
Are first aid kits with an adequate quantity of first aid supplies approved by the consulting physician readily available?�
29 CFR 1910.151(b)�
�
�
�
�
28.�
Are personnel adequately trained in rendering first aid?�
29 CFR 1910.151(b)�
�
�
�
�
29.�
Is each employee who works in an area where radioactive material is used furnished and wearing a film badge?�
29 CFR 1910.96(d)(2)�
�
�
�
�
30.�
Is radiation exposure of individuals to the body limited to 1 1/4 rems per calendar quarter?�
29 CFR 1910.96(b)�
�
�
�
�
31.�
Are all radiation area employees instructed in the safety problems, precautions, and devices to minimize exposure?�
29 CFR 1910.96(i)(2)�
�
�
�
�
32.�
Are records maintained of the radiation exposure of all employees who are monitored?�
29 CFR 1910.96(n)(1)�
�
�
�
�
33.�
Are radioactive materials stored and disposed properly?  Are storage contain
