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Safety Inspection Checklist


Welding Operations�



Reference�



Yes�



No�



N/A�
�
01.�
When indoors and welding operations involve fluorine compounds, zinc, lead or welding over lead base paint, beryllium, cadmium, mercury, or stainless steel, is local ventilation provided utilizing flexible ducts with hoods to be placed at the work with a velocity of one hundred (100) linear feet per minute?�
29 CFR 1910.252(c)(3)(i)�
�
�
�
�
02.�
Is general ventilation, with a minimum rate of two thousand (2,000) cubic feet per minute per welder provided when welding indoors on metals other than indicated in 1 above?�
29 CFR 1910.252(c)(2)(ii)�
�
�
�
�
03.�
If mission requires welding in confined spaces, is the use of air-line respirators mandatory?�
29 CFR 1910.252(c)(4)�
�
�
�
�
04.�
Do welding or cutting goggles helmets and face shields employ the correct filtered (shade number) for the welding operation?�
TG-022, Table 17


TB MED 506, Appv


29 CFR 1910.252(b)(2)�
�
�
�
�
05.�
Are fire curtains provided and set up around welding operations to protect operators of nearby equipment?�
29 CFR 1910.252(b)(2)(iii)�
�
�
�
�
Remarks�
�
�
�
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