[image: image1.png]C. CREW SERVED WEAPONS MUST BE REMOVED FROM VEHICLES AND PLACED IN A LOCKED

CONTAINER WITH A SECURITY SEAL.
D. HAZARDOUS CARGO:
(1) HAZARDOUS CARGO MUST BE SEGREGATED AND LABELED IAW REZFS E AND F, FOR

EXAMPLE: FLAMMABLES MUST BE SEGREGATED FROM OXIDIZERS. OXYGEN AND ACETYLENE
CYLINDEZRS MUST BE REMCVED FROM THE VEHICLES AND STRAPPED TO SEPARATE WOODEN
PALLETS. THE PREFERRED METHOD FOR TRANSPORTING ACETYLENE CYLINDERS REQUIRES
SEZCURING THEM TO A PALLET IN A HORIZONTAL POSITION {SADDLE METHOD) .

(2) IAW REF (E), THE REVISED DD FORM, 836 DATED JAN 00, MUST BE USED T0
DOCUMENT HAZARDOUS MATERIAL LOADED ON ORGANIC VEHICLES. UNIT EQUIPMENT
CONTAINING HAZMAT ARRIVING AT THE PORT WILL REQUIRE THE FOLLOWING DOCUMENTATION :

(A) A COMPLETED DD FORM 836 FOR EACH VEHICLE/CONTAINER/EQUIPMENT
SHIPPED OR CONVOYED. THE DD FORM 836 MUST BE VISIBLE AND COMPLETED WITH ECUR
(4) COPIES. FOR CONTAINERIZED CARGO, ONE COPY WILL BE RETAINED BY THE
CERTIFYING UNIT/INSTALLATION, ONE WILL BE PLACED INSIDE THE CONTAINER OR
PACKAGE, ONE COPY WILL BE AFFIXED TO THE OUTSIDE OF CONTAINER OR EBACKAGE, AND
ONE COPY WILL BE PROVIDED TO THEMPORT. FOR VEEICLES, ONE COPY WILL BE RETAINED
B8Y THE CERTIFYING UNIT/INSTALLATION. TWO COPIES WILL BE ON THE VEEICLES, AND ONE

COPY WILL BE PROVIDED TO THE FORT.
(B) FOR VEHICLES/EQUIPMENT SHIPPED COMMERCIALLY, A COMPLETED DD FORM

936 SHOULD BE FILLED OUT FOR EACH PIECE OF EQUIPMENT SHIPPED OR CONVOYED.
(C) FOR ALL HAZMAT -SHIPMENT OF UNITS DEPLOYING FROM CONUS, A

‘DEPLOYMENT EQUIPMENT LIST CONTAINING THE PROPER CARGO CATEGORY CODES MUST BE
TRANSMITTED TO THE PORT VIA TC ACCIS. THE SHIPFER WILL ATTACH A DD FORM 836 TC
THE TC ACCIS GENERATED GBL TO PROVIDE THE CORRECT HAZMAT CERTIFICATION
INFORMATION.

(3) UNIT VEEICLES/CONTAINERS WILL BE PROPERLY PLACARDED. ,

(4) CONTAINERS WILL HAVE A PACKING LIST THAT INCLUDES THE HAZMAT
INFORMATION AFFIXED TO BOTH THE INSIDE AND QUTSIDE OF THE CONTAINER.

. ®. AMMUNITION -OR EXPLOSIVES WILL NOT BE PERMITTED INTO TEE PORT ‘OR BE

PIACED ABOARD VESSELS WITHOUT AUTHCORIZATION FROM THIS COMMAND. THIS PROHIBITION
EXTENDS TO CONTAINER SEIPMENTS ALSO. .

§. SEAVANS/MILVANS/QUADCONS:
A. CONTAINERS MUST BE MARKED WITH THEIR ACTUAL GROSS WEIGHT BEFORE

DEPARTURE FROM HOME STATION. ACCURATE WEIGHT DATA MUST BE EASILY IDENTIFTIABLE
TO PORT PERSONNEL TO AVOID INJURY OR EQUIPMENT DAMAGE. DO NOT EXCEED CONTAINER
WEIGHT LIMITATIONS. THE ACTUAL GROSS WEIGHT SHOULD BE ENTERED ON THE MILITARY
SHEIPPING LABEL (MSL)} WHICH INCLUDES THE HAZMAT INFORMATION AFFIXED TO BOTH THE
~ INSIDE AND QUTSIDE OF THE CONTAINERS.

B. DURING DEPLOYMENT CONTAINERS MUST BE INSPECTED TO ENSURE THAT TEEY ARE
IN GOOD CONDITION AND SERVICEABLE PRIOR TO LOADING. CONTAINERS MUST HAVE A
CURRENT CONTAINER SAFETY CERTIFICATION (CSC) INSPECTION DECAL DURING DEPLOYMENT.
9. VEHICLES/TRAILERS/MISC: ] 8

A. EQUIPMENT ARRIVING AT THE PORT MUST BE CLEAN, FREE FROM FLUID LERKS, AND
IN GOOD MECHANICAL CONDITION. VEHICLES MUST BE EQUIPPED WITH SERVICEABLE AND
PROPER LIFTING DEVICES OR SHACKLES.

B. VEHICLES ARRIVING AT THE PORT MUST HAVE FUEL TANKS LESS THAN 3/4 FULL.

C. CARGO LOADED IN OR ON VEEICLES MUST BE PROPERLY SECURED FOR SEA
SHIPMENT. LOOSE CARGO LOADS ARE NOT PERMITTED. METAL TO METAL CONTACT OF
LOADED CARGO MUST BE AVOIDED. ' FOR EXAMPLE: A GENERATOR LOADED ONTO THE BED OF A
TRUCK MUST BE PALLETTZED TO PREVENT METAL TO METAL CONTACT. MILVANS AND CONEXES
LOADED ONTO THE CARGO BED OF A TRUCK MUST BE BLOCKED AND BRACED WITH WOOD OR THE
CARGO BED COVERED WITH A WOODEN FLOOR STRUCTURE TO PREVENT METAL TO METAL
CONTACT. EXCEPTION WILL BE MADE FOR SMALLER NESTED ITEMS SUCH AS TOOL BOXES
LOADED AND SECURED ON THE BED OF VEHICLES OR OTHER PRIMARY EQUIEPMENT.





